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Ultra Pave 
Concrete Etcher
 
Bucket
 
Bristle broom

Degreaser 

Detergent

Roller cover

Roller frame

Roller pole

Stirrer
 
Brush

Paint Tray
 
Ultra Pave primer or paint 
required for your project

Water or Mineral Turps 
depending on your project. 
Check the project guide 
for more information.  

Ultra Pave Top 
Grip Additive

Stirrer

Scraper

Wire Brush

STEP 1:
CLEAN & ETCH

STEP 2:
PAINT

STEP 3:
GRIP

SURFACE REPAIRS 
(if required)



































ULTRA PAVE
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project guide
ULTRA PAVE
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PROJECT SURFACE

•Garage floors

•Non-sloping  
 driveways 
 
•Carports

•Touch ups /  
 Re-painting

•Stamped or
 stencilled       
 concrete

•Paths

•Patios

•Courtyards

•Concrete areas
 around a pool

•Concrete steps

•Garage floors
  - Quick drying 

Etch using 
Ultra Pave 
Concrete 
Etcher for 

optimal 
bonding of 

paint

It is strongly 
recommended 
that Ultra Pave 
Topcoat Grip 

Additive is used 
in conjunction 

with Ultra Pave 
Topcoats for 
improved slip 

resistance

Apply 
Ultra Pave 

Garage Floor 
Primer

Apply 
Ultra Pave 

Heavy Duty

Apply  
Ultra Pave 
Quick Dry

Apply  
Ultra Pave 
Quick Dry

Apply 
Ultra Pave 
Quick Dry 

or 
Ultra Pave 

Heavy Duty

Apply  
Ultra Pave

Clear Sealer  

Previously 
painted 

concrete

Smooth concrete
and paved areas 

(new or old,
unpainted)

STEP 1:
ETCH

STEP 2:
PAINT

STEP 3:
GRIP

whiteknightpaints whiteknightpaintsWhite Knight Paints

FOLLOW US ON

whiteknightpaints.com.au
customer care: 131 686

whiteknightpaints.co.nz
customer care: 0800 131 686

White Knight® is a registered trademark of PPG Industries Australia Pty Limited. The PPG Logo is a registered trademark of PPG Industries Ohio, Inc. 
Images in this booklet are provided for inspirational purposes only and may have been recoloured to suit White Knight’s paint range.

Australia: PPG Industries Australia Pty Limited 9 Birmingham 
Ave, Villawood NSW 2163 ABN 82 055 500 939

New Zealand: PPG Industries New Zealand Ltd 5 Monahan Rd, 
Mt Wellington Auckland Tel: 0800 263 766

For better penetration and adhesion, follow these tips

Ultra Pave Quick Dry
Dilute 1st coat with 20% water

Ultra Pave Heavy Duty
Dilute 1st coat with 10% turps




